
A Mechanical Rust Prevention System

Perfect Coat Plus™ chains offer up to thirty times more protection 

from corrosive damage compared with conventional nickel plated 

products. These improved chains feature a mechanical rust prevention 

system which utilizes a zinc-alloy-iron film coating. The resulting film 

is extremely durable and will not chip, flake, peel or rust in many 

mildly corrosive applications.

Roller chains submerged in and out of an aerated 5% salt water 
solution (equivalent to seawater). Carbon steel, nickel plated, Dip-Spin 
Zinc Chromate and Perfect Coat Plus™ chains are tested for 14 days.

Carbon Steel Chain  Nickel Plated Chain

Salt Water Corrosion TestSalt Water Corrosion Test

After 2 weeks both the carbon steel and nickel plated 
chains exhibit substantial rust. The chain joints have 
frozen stiff making the chain difficult to flex.

The Dip-Spin sample and Perfect Coat Plus™ chain show 

significantly less rust after two weeks of testing.

Note that rust development on the Dip-Spin sample 
(Top in photo) begins where the bushing is press fitted into 
the link plate. When the chain was assembled, the coating 
chipped, peeled or flaked, causing a corrosive attack at this 
area. Eventually this rust will spread underneath the plated 
surface reducing chain life.

Perfect Coat Plus™ is a significantly more durable 
coating which does not chip, flake or peel. Virtually no 
rust developed on this sample.

Traditional Dip-Spin
Zinc-Chrome Coating

Nickel Plated Carbon Steel Perfect Coat
Plus™

Rust development at the press fit area.

™



76 SENQCIA MAXCO, Ltd.

ASME/ANSI Standard Perfect Coat Plus® Roller Chain

SENQCIA 
Chain 

Number
Units

Roller Pin Side Plate
Trans.
Pitch

Average 
Ultimate 
Strength

Rated 
Working 

Load

Average 
Chain 

Weight
Chain 
Pitch Dia. Inside 

Width Dia Length Height Thick.

P R W D L1 L2 LR LC H T TP Lbs           
 Kg-f

Lbs           
 Kg-f

Lbs/ft 
Kg/m

35PCP
inch 0.375 0.200 0.188 0.141 0.24 0.27 0.47 0.51 0.354 0.050 - 2,430 560 0.23

mm 9.525 5.08 4.78 3.58 6.0 6.9 12.0 12.9 9.0 1.25 - 1,105 255 0.34

40PCP
inch 0.500 0.312 0.313 0.156 0.33 0.38 0.65 0.70 0.461 0.060 - 4,300 940 0.40

mm 12.70 7.92 7.95 3.96 8.3 9.6 16.6 17.9 11.7 1.5 - 1,955 427 0.60

50PCP
inch 0.625 0.400 0.375 0.200 0.40 0.46 0.80 0.87 0.575 0.080 - 7,200 1,625 0.66

mm 15.875 10.16 9.53 5.08 10.2 11.8 20.4 22.0 14.6 2.0 - 3,275 739 0.98

60PCP
inch 0.750 0.469 0.500 0.234 0.50 0.56 1.00 1.06 0.689 0.094 - 10,000 2,405 0.98

mm 19.05 11.91 12.70 5.95 12.8 14.1 25.5 26.9 17.5 2.4 - 4,545 1,095 1.46

80PCP
inch 1.000 0.625 0.625 0.312 0.65 0.75 1.29 1.40 0.921 0.126 - 17,650 4,295 1.69

mm 25.4 15.88 15.88 7.93 16.4 19.1 32.8 35.5 23.4 3.2 - 8,025 1,950 2.52

100PCP
inch 1.250 0.75 0.750 0.375 0.78 0.92 1.55 1.69 1.154 0.157 - 26,500 6,610 2.62

mm 31.75 19.05 19.05 9.53 19.7 23.3 39.4 43.0 29.3 4.0 - 12,045 3,005 3.91

120PCP
inch 1.500 0.875 1.000 0.437 0.98 1.13 1.95 2.10 1.382 0.188 - 39,000 8,880 3.86

mm 38.10 22.23 25.40 11.10 24.8 28.6 49.5 53.4 35.1 4.8 - 17,725 4,035 5.76

Chain Dimensions - Double Strand

35-2PCP
inch 0.375 0.200 0.188 0.141 0.44 0.47 0.87 0.91 0.354 0.050 0.398 4,860 825 1.09

mm 9.525 5.08 4.78 3.58 11.1 11.9 22.2 23.0 9.0 1.25 10.1 2,210 375 1.63

40-2PCP
inch 0.500 0.312 0.313 0.156 0.61 0.66 1.21 1.27 0.461 0.060 0.567 8,600 1,385 1.22

mm 12.70 7.92 7.95 3.96 15.4 16.8 30.8 32.2 11.7 1.5 14.4 3,910 630 1.22

50-2PCP
inch 0.625 0.400 0.375 0.200 0.76 0.82 1.51 1.57 0.575 0.080 0.712 14,400 2.405 2.95

mm 15.875 10.16 9.53 5.08 19.2 20.8 38.4 40.0 14.6 2.0 18.08 6,545 1,095 2.00

60-2PCP
inch 0.750 0.469 0.500 0.234 0.94 1.01 1.90 1.96 0.689 0.094 0.898 19,800 3,305 1.98

mm 19.05 11.91 12.70 5.95 24.0 25.7 48.2 49.7 17.5 2.4 22.8 9,000 1,500 2.95

80-2PCP
inch 1.000 0.625 0.625 0.312 1.21 1.33 2.43 2.54 0.921 0.126 1.154 35,300 5,620 3.42

mm 25.4 15.88 15.88 7.93 30.8 33.7 61.6 64.5 23.4 3.2 29.3 16,045 2,555 5.10

Chain Dimensions - Single Strand



77SENQCIA MAXCO, Ltd.

ISO 606B British Standard Perfect Coat Plus® Roller Chain

SENQCIA
Chain 

Number
Units

Roller Pin Side Plate
Trans.
Pitch

Average 
Ultimate 
Strength

Rated 
Working 

Load

Average
Chain 

WeightChain 
Pitch

Inside 
Width Dia. Dia. Length Height Thickness

P W R D L1 L2 LR LC H To Ti TP Lbs           
 Kg-f

Lbs           
 Kg-f

Lbs/ft 
Kg/m

06BPCP
inch 0.375 0.225 0.250 0.130 0.25 0.28 0.50 0.53 0.323 0.040 0.050 - 2,200 400 0.29
mm 9.525 5.72 6.35 3.28 6.3 7.1 12.6 13.4 8.2 1.0 1.25 - 1,000 182 0.43

08BPCP
inch 0.500 0.305 0.335 0.175 0.33 0.39 0.66 0.72 0.465 0.060 - 4,400 705 0.41
mm 12.70 7.75 8.51 4.45 8.4 9.8 16.7 18.2 11.8 1.5 - 2,000 320 0.61

10BPCP
inch 0.625 0.380 0.400 0.200 0.37 0.44 0.75 0.81 0.579 0.065 - 5,600 1,100 0.60
mm 15.875 9.65 10.16 5.08 9.5 11.2 19.0 20.7 14.7 1.65 - 5,600 500 0.89

12BPCP
inch 0.750 0.460 0.475 0.225 0.43 0.50 0.87 0.93 0.634 0.070 - 7,190 1,585 0.76
mm 19.05 11.68 12.07 5.7 11.0 12.6 22.0 23.6 16.1 1.8 - 3,270 720 1.14

16BPCP
inch 1.000 0.670 0.625 0.325 0.69 0.81 1.38 1.50 0.827 0.126 0.157 - 15,400 2,835 1.74
mm 25.40 17.02 15.88 8.26 17.6 20.6 35.1 38.2 21.0 3.2 4.0 - 7,000 1,290 2.59

20BPCP
inch 1.250 0.770 0.750 0.400 0.79 0.94 1.58 1.73 1.039 0.138 0.177 - 23,800 4,405 2.52
mm 31.75 19.56 19.05 10.16 20.1 23.9 40.2 44.0 26.4 3.5 4.5 - 10,820 2,000 3.76

Chain Dimensions - Double Strand

06B-2PCP
inch 0.375 0.225 0.250 0.130 0.45 0.48 0.90 0.93 0.323 0.040 0.050 0.403 4,360 675 0.54
mm 9.525 5.72 6.35 3.28 11.4 12.3 22.9 23.7 8.2 1.0 1.25 10.24 1,980 307 0.81

08B-2PCP
inch 0.500 0.305 0.335 0.175 0.60 0.65 1.20 1.26 0.465 0.060 0.548 7,760 1,205 0.84
mm 12.70 7.75 8.51 4.45 15.3 16.6 30.6 31.9 11.8 1.5 13.92 3,525 548 1.26

10B-2PCP
inch 0.625 0.380 0.400 0.200 0.70 0.77 1.40 1.47 0.579 0.065 0.653 11,200 1,875 1.20
mm 15.875 9.65 10.16 5.08 17.8 19.5 35.6 37.3 14.7 1.65 16.59 5,090 852 1.79

12B-2PCP
inch 0.750 0.460 0.475 0.225 0.82 0.88 1.64 1.70 0.634 0.070 0.766 14,390 2,700 1.53
mm 19.05 11.68 12.07 5.7 20.8 22.3 41.6 43.1 16.1 1.8 19.46 6,540 1,225 2.28

16B-2PCP
inch 1.000 0.670 0.625 0.325 1.32 1.44 2.64 2.76 0.827 0.126 0.157 1.255 30,300 4,810 3.44
mm 25.40 17.02 15.88 8.26 33.6 36.5 67.2 70.1 21.0 3.2 4.0 31.88 13,775 2,185 5.13

20B-2PCP
inch 1.250 0.770 0.750 0.400 1.51 1.66 3.02 3.17 1.039 0.138 0.177 1.435 46,700 7,485 4.87
mm 31.75 19.56 19.05 10.16 38.4 42.2 76.8 80.6 26.4 3.5 4.5 36.45 21,225 3,400 7.26

Chain Dimensions - Single Strand



78 SENQCIA MAXCO, Ltd.

ASME/ANSI Double Pitch Perfect Coat Plus® Roller Chain

SENQCIA
Chain 

Number
Units

Roller Pin Side Plate Average 
Ultimate 
Strength

Rated 
Working 

Load

Average 
Chain 

Weight
Chain 
Pitch Dia Inside 

Width Dia Length Height Thick.

P R W D L1 L2 LR LC H T Lbs           
 Kg-f

Lbs           
 Kg-f

Lbs/ft 
Kg/m

C2040PCP
inch 1.000 0.312 0.313 0.156 0.32 0.41 0.65 0.73 0.449 0.060 3,800 815 0.32

mm 25.40 7.92 7.95 3.96 8.2 10.3 16.4 18.5 11.4 1.5 1,725 370 0.48

C2050PCP
inch 1.250 0.400 0.375 0.200 0.40 0.46 0.80 0.87 0.591 0.080 6,200 1,410 0.55

mm 31.75 10.16 9.53 5.08 10.2 11.8 20.4 22.0 15.0 2.0 2,820 641 0.82

C2060HPCP
inch 1.500 0.469 0.500 0.234 0.57 0.65 1.13 1.22 0.669 0.126 9,050 1,940 0.93

mm 38.10 11.91 12.70 5.95 14.4 16.6 28.8 31.0 17.0 3.2 4,115 882 1.38

C2080HPCP
inch 2.000 0.625 0.625 0.312 0.70 0.83 1.40 1.53 0.890 0.157 15,500 3,305 1.56

mm 50.80 15.88 15.88 7.93 17.8 21.0 35.6 38.8 22.6 4.0 7,045 1,500 2.32

C2100HPCP
inch 2.500 0.750 0.750 0.375 0.83 0.97 1.66 1.80 1.126 0.189 24,300 5,080 2.32

mm 63.50 19.05 19.05 9.53 21.1 24.6 42.2 45.7 28.6 4.8 11,045 2,310 3.46

C2120HPCP
inch 3.000 0.875 1.000 0.437 1.04 1.21 2.07 2.24 1.374 0.220 34,000 6,830 3.30

mm 76.20 22.23 25.40 11.10 26.3 30.7 52.6 57.0 34.9 5.6 15,455 3,105 4.92

Chain Dimensions - Large Roller

C2042PCP
inch 1.000 0.625 0.313 0.156 0.32 0.41 0.65 0.73 0.449 0.060 3,800 815 0.55

mm 25.40 15.88 7.95 3.96 8.2 10.3 16.4 18.5 11.4 1.5 1,725 370 0.82

C2052PCP
inch 1.250 0.750 0.375 0.200 0.40 0.46 0.80 0.87 0.591 0.080 6,200 1,410 0.84

mm 31.75 19.05 9.53 5.08 10.2 11.8 20.4 22.0 15.0 2.0 2,820 641 1.26

C2062HPCP
inch 1.500 0.875 0.500 0.234 0.57 0.65 1.13 1.22 0.669 0.126 9,050 1,940 1.39

mm 38.10 22.23 12.70 5.95 14.4 16.6 28.8 31.0 17.0 3.2 4,115 882 2.08

C2082HPCP
inch 2.000 1.125 0.625 0.312 0.70 0.83 1.40 1.53 0.890 0.157 15,500 3,305 2.25

mm 50.80 28.58 15.88 7.93 17.8 21.0 35.6 38.8 22.6 4.0 7,045 1,500 3.36

C2102HPCP
inch 2.500 1.562 0.750 0.375 0.83 0.97 1.66 1.80 1.126 0.189 24,300 5,080 3.78

mm 63.50 39.67 19.05 9.53 21.1 24.6 42.2 45.7 28.6 4.8 11,045 2,310 5.64

C2122HPCP
inch 3.000 1.750 1.000 0.437 1.04 1.21 2.07 2.24 1.374 0.220 34,000 6,830 5.28

mm 76.20 44.45 25.40 11.10 26.3 30.7 52.6 57.0 34.9 5.6 15,455 3,105 7.87

Chain Dimensions - Standard Roller

Large Roller

Standard Roller
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